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Hansatech Instruments
Hansatech Instruments is 
a small, British, scientific 

instrument company located in 
the heart of rural Norfolk. For 
over 40 years, our efforts have 

been concentrated towards 
the design & manufacture of 
high quality instrumentation 

for teaching & research in the 
fields of cellular respiration & 

photosynthesis. Our instruments 
are now in use in a wide range 
of programs in more than 100 

countries throughout the world 
& have gained an enviable 

reputation for quality, reliability 
& excellent price/performance.

Hansatech Instruments 
product range covers a wide 
range of applications in the 

fields of photosynthesis 
& cellular respiration. 

We manufacture oxygen 
measurement systems based 
on Clark type polarographic 
oxygen sensors, chlorophyll 
fluorescence measurement 
systems for both continuous 
excitation & pulse-modulated 
measurement techniques & 
optical instrumentation for 

the measurement of sample 
chlorophyll content.

Products

Purchasers of Hansatech 
Instruments products can be 
assured of ongoing support & 
prompt & efficient attention to 

enquiries at all times. Customers 
are encouraged to register their 

instruments on our website 
which allows access to our 

Support Ticketing System in 
addition to instruments manuals 

& software upgrades

Support

Guidelines for use

A.	 Connect supplied power supply to the rear of the unit (A)
B.	 Press rear panel switch to Power On/Off (B)
C.	 LCD display (C) shows “MAG1 Stirrer”
D.	 LCD display shows Set % speed (Factory default is 50%)
E.	 Adjust speed setting to desired % speed via +/- keys (E)
F.	 Switch stirrer rotation on with On/Off key (F)
G.	 Rotating symbol (G) on display confirms rotation of stirrer
H.	 Switch stirrer rotation off with On/Off key (E)
I.	 Info key (D) displays serial number and Firmware Version
J.	 Power off at rear panel switch (speed setting is retained)
K.	 When powered on again the last used speed setting is 

set.
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