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A.	 Leaf clip optics
B.	 Sample depth stop
C.	 Enter button. Accepts current mode displayed on-screen
D.	 Charger input socket
E.	 Charger status LED indicator
F.	 Mode button. Scrolls through different modes
G.	 LCD display
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Hansatech Instruments
Hansatech Instruments is 
a small, British, scientific 

instrument company located in 
the heart of rural Norfolk. For 
over 40 years, our efforts have 

been concentrated towards 
the design & manufacture of 
high quality instrumentation 

for teaching & research in the 
fields of cellular respiration & 

photosynthesis. Our instruments 
are now in use in a wide range 
of programs in more than 100 

countries throughout the world 
& have gained an enviable 

reputation for quality, reliability 
& excellent price/performance.

Hansatech Instruments 
product range covers a wide 
range of applications in the 

fields of photosynthesis 
& cellular respiration. 

We manufacture oxygen 
measurement systems based 
on Clark type polarographic 
oxygen sensors, chlorophyll 
fluorescence measurement 
systems for both continuous 
excitation & pulse-modulated 
measurement techniques & 
optical instrumentation for 

the measurement of sample 
chlorophyll content.

Products

Purchasers of Hansatech 
Instruments products can be 
assured of ongoing support & 
prompt & efficient attention to 

enquiries at all times. Customers 
are encouraged to register their 

instruments on our website 
which allows access to our 

Support Ticketing System in 
addition to instruments manuals 

& software upgrades

Support

Guidelines for use
Operation of the CL-01 is achieved via the simple 2 button 
keypad. The Enter key accepts the mode currently displayed 
on the LCD screen whereas the Mode key toggles through a 
series of options as follows:

>> Measure 
Performs a measurement

>> Statistics 
Shows the average of files currently saved in memory

>> View Previous 
Displays the previous file saved in memory

>> View Next 
Displays the next file saved in memory

>> View Last 
Displays the last file saved in memory

>> Delete Current 
Deletes the file currently displayed on-screen

>> Delete All 
Deletes all files saved in memory

>> Calibrate 
Calibrates the CL-01. Please ensure that the leaf clip is 
empty.
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